	Preparing a USCGAUX Chart Updating Worksheet

The Chart Updating Worksheet should be prepared in advance.  It is recommended that it be prepared on the computer.  It can be used in the field to collect the indicated observation(s) and comments.  The observer should update the worksheet with their observations on the computer and attach a copy to the Chart Updating Form. These are the steps for entering the observed data about each task that you have planned.

Heading Data

Once entered, usually, this heading data does not change.


	Field Title
	User Information
	Programmer Information

	General Location
	Enter the name of the general area where the Chart Updating is being performed.
	This is a required field.

	Date Observed
	Enter the date when the observations were made.
	This is a required field.

Date formatted as:

__ __ / __ __ / __ __

 M M    D D    Y Y

	Sheet Number
	When multiple worksheets are used, enter a sheet number in this field.
	This is an optional field.

	Vertical Datum
	Enter the vertical datum from the General Information Block for the chart being updated.
	This is a required field.

	Prepared by
	Enter your last name and initials.
	This is a required field.



	Correction for the transducer
	Enter the correction for the echo sounder on the OPFAC.  Zero is a valid entry.
	This is a required field.

Data formatted as:

__ __ . __ ft.

The system uses this field to calculate the depth corrected to datum.

	Chart Number
	Enter the chart number for the chart being used.
	This is a required field.

	Chart Date
	Enter the date of the chart from the bottom left-hand corner of the chart.
	This is a required field.

Date formatted as:
__ __ __ - __ __

 M  M  M   D  D


	Chart Edition
	Enter the Edition of the chart being used.
	This is a required field.

	Method used to take the fix.
	Select an option from the menu:

GPS

GPS-WAAS

DGPS
	This is a required field.

Menu:

GPS

GPS-WAAS

DGPS


	Field Title
	User Information
	Programmer Information

	Model and Manufacturer
	Enter the Model No. and the Manufacturer’s Name of the instrument used to take the fix.
	This is a required field.

	Method used to determine depth.
	Select an option from the menu:

Echo Sounder

Lead Line

Sounding Pole
	This is a required field.

Create a drop down menu:

Echo Sounder

Lead Line

Sounding Pole

	Model and Manufacturer
	If “Echo Sounder” is selected above, enter the Model No. and Manufacturer’s Name.
	This is a optional field.


	Item Task Section
Some of the items in this section should be filled in during the pre-planning phase of your Chart Updating tasks.  There are six task sections to a sheet.

	Form Field Title
	User Instructions
	Programming instructions

	Task Number
	The form pre-numbers the tasks.  When multiple worksheet are used, change the number in this field to renumber the entire sheet.
	This field controls the tasks numbers on the sheet. There are six tasks on a worksheet page. The numbering of tasks 2 thru 6 depends on the number entered in the first field.  Task numbers for tasks 2 thru 6 are system calculated only.

	Position Locator Number - PLN
	PLN can be established and entered during the planning mode or entered after the observations are completed.  
	This is an optional field.

	Describe the task
	Enter a description of the task you are investigating.
	This is a required field.

	Report Findings and Proof
	Enter the result of your observations that proves the premise described above.
	This is a required field.

	Recommendation
	Enter a recommendation for NOAA based on the observations entered above.
	This is a required field.



	Time Depth Taken
	Enter the times when the depth reading was taken.
	This is an optional field.

Formatted as:
__ __ __ __ HHMM




	Observed Depth
	Enter your depth observation.
	This is an optional field.

Formatted as:
__ __ __ . __ 

System used the “Vert. Datum” entered above to define this entry.

	Height of Tide
	Enter the Height of Tide from the almanac screen on your GPS.  In non-tidal areas, enter a zero.
	This is an optional field.

Formatted as:
__ __ . __ ft.




	Form Field Title
	User Instructions
	Programming instructions

	Depth at Datum
	System calculated
	Formula is:

Observed Depth (plus) Correction for the Transducer (minus) the Height of Tide.

When “Observed Depth” is not entered, this field is blank.

	Latitude
	There are two places to enter a Latitude.  In the pre-planning mode, enter the assigned latitude in the dotted box.  Enter the observed latitude.
	This is a required field.  The pre-planning field is optional.

	Longitude
	There are two places to enter a Longitude.  In the pre-planning mode, enter the assigned longitude in the dotted box.  Enter the observed latitude.
	This is a required field.  The pre-planning field is optional.

	EPE/HDOP
	Enter the EPE-Estimated Position Error or the HDOP-Horizontal Dilution of Position from your GPS or DGPS set.
	This is a required field

	Time fix taken
	Enter the time when the fix was taken.
	This is a required field.

Formatted as:
__ __ __ __  HHMM 
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